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Hydraulic attachments
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PRODUCT CATALOGUE



Company “Ghedini ing. Fabio & C.” was founded 

in 1984 as manufacturer of hydraulic plants and systems. But 

soon, following customers’ needs, the company focused their 

production on a range of hydraulic attachments suitable for 

earth moving machines, completely leaving older business. 

Our company is specialized in the production of auger drive 

units, bush cutters, vibrating plates, submersible pumps, weed 

cutting buckets and mixing buckets.

Our attachments are suitable for any kind of machines: mini 

excavators, excavators, skid loaders, backhoe loaders and 

cranes.
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BUSH CUTTERS
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Hydraulic bush cutters
DA Standard series

for mini excavators up to 5 tons

Equipped with bidirectional motor - Without external drain
They can mince branches up to 8 cm diameter

Coupling with pins included

Model 
Oil flow needed

(litres /min)
Working width

(mm)
Weight of the bush 

cutter (kg)
Weight of excavator 

(tons)

DA 51 19 640 90 0,90 - 1,3
DA 52 26 640 90 1,4 - 2,5
DA 53 36 640 90 2,5 - 3
DA 72 26 840 160 2 - 2,6
DA 73 36 840 160 2,5 - 3,5
DA 74 44 840 160 3,5 - 5
DA 75 55 840 160 4,5 - 5,5
DA 93 36 1.080 220 2,7 - 3,5
DA 94 44 1.080 220 3,5 - 5
DA 95 55 1.080 220 4,5 - 5,5
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Hydraulic bush cutters
DA Heavy series

for mini excavators from 2 to 5 tons

Equipped with bidirectional motor - Without external drain
They can mince branches up to 8 cm diameter

With bolted connection plate

Model
Oil flow 
needed

Working 
width

 Approx weight
with connection plate

 Weight of excavator 
(tons)

DA 62 26 litres/min 650 mm 185 kg 2 - 3

DA 63 36 litres/min 650 mm 185 kg 2,5 - 3,5

DA 64 44 litres/min 650 mm 185 kg 3 - 4

DA 83 36 litres/min 840 mm 245 kg 3,5 - 4,5

DA 84 44 litres/min 840 mm 245 kg 4 - 4,5

DA 85 55 litres/min 840 mm 245 kg 4 - 5

DA 13 36 litres/min 1.080 mm 305 kg 4 - 4,5

DA 14 44 litres/min 1.080 mm 305 kg 4 - 5

DA 15 55 litres/min 1.080 mm 305 kg 4,5 - 5,5

B
U

S
H

 C
U

T
T

E
R

S



6

GHEDINI ing. FABIO

Hydraulic bush cutters
DB series for excavators

from 6 to 8 tons

Equipped with bidirectional motor - Without external drain
They can mince branches up to 12 cm diameter

Rotor with hammers upon request

Model
Oil flow 
needed

(litres/min)

Max.
pressure

(bar)

Working 
width
(mm)

Weight
(kg)

 Weight of 
excavator

(tons)

DB 36 66 250 1.300 470 6 - 8

DB 38 80 250 1.300 470 6 - 8
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Equipped with bidirectional motor - Without external drain
They can mince branches up to 12 cm diameter

Rotor with hammers upon request

Hydraulic bush cutter
DK series for excavators

from 7 to 25 tons

Model 
Oil flow
needed

(litres/min)

Working
width
(mm)

Weight 
(kg)

 Weight of 
excavator

(tons)

Max
pressure

(bar)

DK 36 66 1.300 570 7-11 250

DK 38 80 1.300 570 8-12 250

DK 66 66 1.600 670 9-13 250

DK 68 80 1.600 670 10-15 250

DK 69 100 1.600 670 14-20 250

DK 98 80 1.900 750 14-20 250

DK 99 100 1.900 750 14-20 250
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Hydraulic
bush cutters DC series

for skid loaders

Suitable also for skid loaders without high flow - Without external drain 
They can mince branches up to 12 cm diameter 

Rotor with hammers upon request
Connection plate according Bobcat’s standard

Model
Oil flow needed

(litres/min)
Weight

(kg)
Working width

(mm)
Max pressure

(bar)
DC 13 36 280 1.080 250
DC 14 44 280 1.080 250
DC 15 55 280 1.080 250
DC 36 66 470 1.300 250
DC 38 80 470 1.300 250
DC 66 66 500 1.600 250
DC 68 80 500 1.600 250
DC 69 100 500 1.600 250
DC 98 80 670 1.900 250
DC 99 100 670 1.900 250
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AUGER DRIVE UNITS
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Hydraulic Auger Drive Units
WD 01 series 

for mini excavators up to 2 tons

Without external drain - Double acting - Double articulation
Auger bits for any kind of soils - Flange coupling

Model 
 Continuous 

power
(KW)

Max
oil flow  
(l/min)

Max
pressure

(bar)

Max
torque
(Nm)

Rotation
speed  

(rev/litre)

WD 01 8 60 l/min 210 1.200 2,8
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Hydraulic Auger Drive Units
TA - TB series

for mini excavators from 1 to 6 tons

Steel reduction gear - Without external drain - Double acting
Double articulation - Auger bits for any kind of soils

Hexagonal output shaft 50 mm 

Models
Continuous 

power
(KW)

Max oil
flow

(litres/min)

 Max
pressure 

(bar)

Max
torque
(Nm)

Rotation 
speed

 (rev/litre)

TA 18 10 30 225 1.100 2,8

TA 20 12 40 225 1.320 2,1

TA 26 11 50 225 2.000 1,3

TB 20 20 100 210 1.930 1,6

TB 26 18 100 210 2.940 0,9

TB 51 20 39 450 1.420 3,1

TB 55 33 104 400 3.730 1,1
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Hydraulic Auger Drive Units
TK series

for excavators from 5 to 15 tons
Steel reduction gear - Without external drain - Double acting

Double articulation - Auger bits for any kind of soils
Hexagonal output shaft 70 mm 

Model
Max.

Oil flow 
(litres/min)

Max.
Pressure

(bar)

Max
torque
(Nm)

Rotation 
speed

(rev/litre)

Weight
of the machine  

(ton)

TK 10 75 225 1.790 1,6 5 - 9

TK 16 85 210 2.678 1,1 5 - 9

TK 20 120 280 3.200 1,0 8 - 15

TK 25 150 280 5.000 0,9 8 - 15
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Model
Max.  

Oil flow
(litres/min)

Max.  
Pressure

(Mpa)

Max
torque
(Nm)

Rotation 
speed

(rev/litre)

Weight of the 
machine

(ton)

Output
(mm)

Continuous 
power
(kW)

TV 40 200 400 11.000 0,5 10-25 70 60

TV 60 200 400 16.000 0,33 10-25 70 90

TV 90 310 400 24.000 0,23 25-40 70 110

TS 08 320 400 > 50100 0,2 25-42 100 110

TS 09 370 400 > 78800 0,12 25-42 100 110

TT 40 450 400 81.000 0,07 30-80 130 (square) 130

TT 60 550 400 99.000 0,06 30-80 130 (square) 135

Hydraulic Auger Drive Units
TV - TS - TT series  

for excavators from 10 to 80 tons

Double acting - Double articulation - Auger bits for any kind of soils
Log splitter tool upon request
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Hydraulic submersible pumps
HB - HC - HV series

Model Impeller
Drainage 
capacity

(litres/min)

Max.
oil flow 

(litres/min)

Max. 
pressure

(bar)

Max. working 
depth

(m)

Dimensions
of the water hose

(mm)

HB
Cast iron 
rearward

350 20-30 210 20 
 Ø 1 1/2” G

(50 mm)

HC
Cast iron 
rearward

600 20-30-40 210 20 
Ø 2” G

(60 mm)

HV
Steel,

single channel
2.000 30-40-50 220 20

 Ø 3” G
(80 mm)

Without electrical components - Water hose available upon request 
They can work up to 20 m underwater
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Vibrating plates
IC series - ID series - IE series

for excavators from 1,5 to 20 tons

Series IC
Models Oil flow needed Max. pressure Impact plate Excavator weight Weight

IC 08 26 (litres/min) 230 (bar) 300 x 600 (mm) 1,5 - 2 (ton) 180 (kg)

IC 11 36 (litres/min) 230 (bar) 300 x 600 (mm) 2 - 3,5 (ton) 180 (kg)

IC 14 44 (litres/min) 230 (bar) 300 x 600 (mm) 3 - 4,5 (ton) 180 (kg)

IC 17 55 (litres/min) 230 (bar) 300 x 600 (mm) 4 - 5,5 (ton) 180 (kg)

Series ID
Models Oil flow needed Max. pressure Impact plate Excavator weight Weight

ID 22 66 (litres/min) 250 (bar) 400 x 800 (mm) 5 - 8 (ton) 260 (kg)

ID 26 80 (litres/min) 250 (bar) 400 x 800 (mm) 7 - 10 (ton) 260 (kg)

ID 33 100 (litres/min) 250 (bar) 400 x 800 (mm) 8 - 11 (ton) 260 (kg)

Series IE
Models Oil flow needed Max. pressure Impact plate Excavator weight Weight

IE 44 140 (litres/min) 250 (bar) 600 x 1.200 (mm) 11 - 15 (ton) 700 (kg)

IE 52 180 (litres/min) 250 (bar) 600 x 1.200 (mm) 15 - 20 (ton) 700 (kg)

Double function: compaction and vibro embedding
Without external drain - Pole thrusting tool upon request
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Vibrators series IP
for excavators from 1.5

to 20 tons

Double function: compaction and vibro embedding
Without external drain - Pole thrusting tool upon request

Models
Oil flow needed

(litres/min)
Max. pressure

(bar)
Weight of the

excavator

IP 21 19 230 Up to 1 ton

IP 22 26 230 1,5 - 2 ton

IP 23 36 230 2 - 3,5 ton

IP 24 44 230 3 - 4,5 ton

IP 25 55 230 4 - 5,5 ton

IP 31 66 250 5 - 8 ton

IP 32 80 250 7 - 10 ton

IP 33 100 250 8 - 11 ton

IP 51 140 250 11 - 15 ton

IP 52 180 250 15 - 20 ton
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New Hedge Trimmer
BT 16

for mini excavators

Without external drain - It cuts branches up to 3 cm diameter
Coupling with pins included

BT 16

Oil flow rate max 40 l/min

Max. pressure 180 bar  

Weight 100 kg

Working width 1.500 mm 

Colour RAL 1028 
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New Hedge Trimmer
BT 16

for mini excavators

Hydraulic Weed Cutting
Buckets BF

Without external drain - It works underwater
Standard version with coupling with pins included and heavy version 

with bolted connection plate - Blades easy to change

BF 14 BF 15 BF 24 BF 25 BF 34 BF 35

Weight (kg) 250 380 300 450 350 520

Weight of the machine (tons) 2 - 5 
3 - 8

+ Backhoe loaders
4 - 8

+  Backhoe loaders
5 - 10 8 - 12 10 - 20

Max. Oil flow (litres /min) 40 40 40 40 40 40

Max. pressure (bar) 180 180 180 180 180 180

Working width (mm) 1.500 1.500 2.500 2.500 3.500 3.500
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Ghedini ing. Fabio & C.
Via Canne, 47
44048 S.M. Codifiume (Ferrara) Italy
Tel.	 +39 0532 857 373 / +39 0532 857 873 
Fax	 +39 0532 28 45 032
e-mail:	 alessandra@ghedini.com 
	 export@ghedini.com
Skype:	 ghedini.export 
	 nicolamarchetti2

Internet:	www.ghedini.com


